Cleader angle (by
ather) air sealed at
joints

Inner seal is a continuous run of
6mm dia high grade butyl
mastic (min 25 years guara

<>/

and sealed on top with 50 x
1mm high grade butyl mastic
(min 25 years guarantee)

MN\
i 0.7mm steel intemal liner
/ flashing lapped 150mm at ends
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External corner flashing butt or
lap jointed and sealed with
two runs of continuous 4mm dia
high grade butyl mastic

(min 25 years guarantee)

All support steelwork by
others

v
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Self drilling self tapping

Z primary fastener with
minimum 15mm dia

EPDM, MP or - washers
Superseal profile filler '
sealed top and bottom N

g
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Sealed rivets or self

drilling fasteners with
sealing washers at
max 450mm centres

Trisobuild™
Horizontal Cladding
System

CTata Steel UK Limited.

Trisobuild™ 'U' Values

Depth 280 = 0.15 W/M2K. tassursing an askencuisce)
Depth 240 = 0.18 W/M2K. tasursing an asencuispace
Depth 210 = 0.20 W/m3K.
Depth 180 = 0.25 W/m3K.
Depth 140 = 0.30 W/m3K.
Depth 120 = 0.35 W/m3K.

Junction 'psi' and 'f' values

W = 0.002 W/mK.
f=0.975

Stated results are depend
Computer modeled in accordance with EN 15010211

LS8N Approved
L IR ENTTE ]
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