Vertical Rall

External Wall profile 0.7 Steel
€19, C32/1000MR (as shown),
C46,WP40, C60,

Internal Lining
Profile, LP1000 (as shown),
RL32/1000
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Fix through every trough at sheet
ends and at every altemate
{every trough for C46, WP40, and

€60) at intermediate supports.
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Insulation Quilt
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PLAN VIEW

Fix every panel at every
support with 3 No. steel
self drilling fasteners

48mm

SECTION

Brackets are hinged and
avallable to sult cavities
from 120mm to 200mm.

ISOMETRIC
VIEW

Trisobuild™ 'U' Values

Depth 280 = 0.15 W/M2K. tassursing an askencui sce)
Depth 240 = 0.18 W/M2K. tassursing an asencuispaca
Depth 210 = 0.20 W/m3K.
Depth 180 = 0.25 W/m3K.
Depth 140 = 0.30 W/m3K.
Depth 120 = 0.35 W/m3K.

LS8N Approved
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hown on this dreing without prior netir

SYSTEM W1 - Built up Horizontal Wall with trapezoidal Profiles

Trapazoldal liner sheet with Spacer System, mineral fibre insulation, and trapazoidal
external sheet with Colorcost finish

FIRE PERFORMANCE

LPCB grade EXT-B & A approval, Non Combustible Insulation to BS476 Part 6.
Firewall Constructions available to BS 476 Part 22, providing up to 4 hours Integrity
& 15 mins insulation (see Bullt Up System Literature for more detalls)

ACOUSTIC
PERFORMANCE

Provides a Typical Sound Reduction of 36dB when using standard giass fibre
insulation (10.5kg/m "), higher values are achisvable depanding on bulld-up

SYSTEM OPTIONS

Extensive outer and liner profile range (see sketch) - Outer Profile finishes;
Colorcoat HPS200 Ultra, Colorcoat Prisma. Colorcoat LG
Internal Profile coating; Colorcoat PE 15 (BWLE)

SPAN CAPABILITY

Up to 3 Metres Depending on Load Conditions, Profile type & material specification

TATA STEEL

SALES TEL: 01244 892199
TECHNICAL TEL: 01244 892133 / 34

System Width: All liners are 1000 cover, External sheet cover width vary between
800 and 1067mm (depending on profile)

Maximum external Sheet length: 22m {depending on profile & transport
arrangements)

Stainless Steel Self Drilling Screws with Sealing Washers. Coated Carbon Steel
Screws Can Be Used Where a Lower life Expectancy s acceptahle

BXA8 bracket secured to
existing purlin with 2no. frame
fodngs.

CTata Steel UK Limited.

www.tatasteelconstruction.com
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