EPDM, MP or
sealed top and bottom

Gutter support bracket
positioned at 1 metre
spacing and either side of
gutter joint

Sealed rivets or self drilling
fasteners with sealing washers.
3 per gutter support bracket

175mm

y

[

Cantilever Gutter System J

(roof pitch must be
specified).

BX48 Bracket

Trisobulld™ mmu/
Cladding System

All support steelwork by
others

Sealed rivets or self
drilling fasteners with

sealing washers 3
Trisobuild™ Roof System gu nr‘s support bl'::tels

EPDM, MP or
Superseal profile filler
sealed top and bottom

Eaves beam
(by others) air
sealed at
Joints)

Self drilling self tapping
primary fastener with
minimum 19mmdia
washers

Self drilling self tapping
primary fasteners

CTata Steel UK Limited.

Trisobuild™ 'U' Values

Depth 280 = 0.15 W/M2K. tasursing an askencuisce)
Depth 240 = 0.18 W/M2K. tassursing an asencuspaca
Depth 210 = 0.20 W/m3K.
Depth 180 = 0.25 W/m3K.
Depth 140 = 0.30 W/m3K.
Depth 120 = 0.35 W/m3K.

Junction 'psi' and 'f' values
W =0.021 W/mK.
f=0.95

Stated ian results
Computer modeled In accordance with EN IS0 10211

LS8N Approved
L IR ENTTE ]

hown on this dreing without prior netir

TATA STEEL
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