Continuous run of
4mm dia high grade
butyl mastic

(min 25 years guarantee) ~\

Head flashing stitched at 450mm
centres to external flashing

External Soffit Flashing
NO CONNECTION TO
INTERNAL FLASHING

25mm Thick PIR Insulation

Paolyethelene backing rod
and silicon sealant
by others

Window Frame and frame fixing
arrangement
by others

Min' 3 deg fall for drainage

External Cill Flashing
NO CONNECTION TO
INTERNAL FLASHING

All support steelwork by
others

EPDM, MP or
Superseal profile filler
sealed top and bottom

A " Loose Lay Insulation
\¥

Window Support Rail

N

Internal Head Flashing
NO CONNECTION TO
EXTERNAL FLASHING

Opening Size to Suit Panel Module

NOTE: Window to be
installed as per
manufacturers
recommendations

~ ~—internal Cill Flashings

NO CONNECTION TO
# EXTERNAL CILL FLASHING

CTata Steel UK Limited.

Trisobuild™ 'U' Values

Depth 280 = 0.15 W/M2K. tasursing an askencuisce)
Depth 240 = 0.18 W/M2K. tassursing an asencuspaca
Depth 210 = 0.20 W/m3K.
Depth 180 = 0.25 W/m3K.
Depth 140 = 0.30 W/m3K.
Depth 120 = 0.35 W/m3K.

Junction 'psi' and 'f' values
W =0.700 (Head) 0.030 (Sill) W/mK.
f=0.96 (Head) 0.96 (Sill)

Stated ian results
Computer modeled In accordance with EN IS0 10211

LS8N Approved
L IR ENTTE ]

hown on this dreing without prior netir

TATA STEEL

SALES TEL: 01244 892199
TECHNICAL TEL: 01244 892133 / 34

www.tatasteelconstruction.com

PRUET  TYPICAL TRISOBUILD™

VERTICAL WALL DETAILS
TITLE
WINDOW HEAD & SILL
DRAWN BY SCALE
GMc NTS
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DA
DATE DRG. No.
18/11/09 W1-0011-02C




