Trisobuild™ 'U' Values

Cleader angle (by e st
others) air sealed Depth 280 = 0.15 W/M?K. fmmrsirg s sienirer
at joints Depth 240 = 0,18 W/M?K. jseuning sn sstancatspaca
Continuous run of 6mm Depth 210 = 0.20 W/m?K.
. Depth 180 = 0.25 W/m2K.
dia high grade butyl Depth 140 = 0.30 W/m2K.
mastic (min 25 years Depth 120 = 0.35 W/mK.
suarantee) Junction 'psi' and 'f' values
W =0.010 W/mK.
f=0.94

Stated ian results
Computer modeled In accordance with EN IS0 10211
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Continuous run of ” TATA STE EL
4mm dia high grade /’ -
butyl mastic (min 25
years guarantee) /”i _—W
SALES TEL: 01244 892199
External corner flashing butt

TECHNICAL TEL: 01244 892133 / 34
or lap jointed and sealed

with two runs of continuous
4Amm dia high grade butyl Trisobuild™ Vertical W tatasteelconstruction.com
mastic (min 25 years Flashing stitched with Cladding System -
guarantee) sealed rivets or self 5T TYPICAL TRISOBUILD
drilling fasteners with VERTICAL WALL DETAILS
sealing washers at Tme
max 450mm centres INTERNAL CORNER
Self drilling self DRAWN BY SCALE
tapping primary GMc NTS
fastener with APPROVED BY TOLERANCES
minimum 15mm dia DA
All support steelwork by washers DATE DRG. No.
others CTata Stesl UK Limitad. 18/11/09 W1-0010-02-C




