Velux rooflight

Aluminium soaker

PIR board insulation

Self drilling self tapping
primary fastener with
minimum 19mm dia
washers

A continuous run of 6mm
dia high grade butyl
mastic (min 25 years
guarantee)

L shaped support brackets
at corners
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Self drilling self tapping
primary fastener

2 continuous runs of 6x5mm high grade
butyl mastic (min 25 years guarantee)
applied in straight unbroken lines - place
into troughs do not allow to stretch or to
sag

NOTE: Velux rooflight to
be installed as per
manufacturers

recommendations

Sides & Back 100mm high;
front 65mm high

Timber support for
support brackets

Single skin profiled sheet to
ridge or next end lap

Note: correct, width, length & upstand lip
should be specified

©Tata Steel UK Limited.

Trisobuild™ 'U' Values

The depth below refers to both the minimum bracket & insulation height to achieve
the stated 'U'value when using a LP1000 liner

Depth 280 = 0.15 W/mMZ2K. (assuming an enhanced spacen)
Depth 240 = 0.18 W/M?K. (assuming an enhanced spacen
Depth 210 = 0.20 W/mK.
Depth 180 = 0.25 W/mK.
Depth 140 = 0.30 W/mK.
Depth 120 = 0.35 W/m?K.
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Tata Steel retain the right to amend the construction and technical specifications
shown on this drawing without prior notice
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